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P186L Operating Permit 

Attachment 2

CAMINO REAL LANDFILL DUST CONTROL PLAN
AND CORRESPONDING MAP

PURPOSE - To limit particulate matter emissions into the ambient air from any
property, operation or activity that may serve as a fugitive dust source at the Camino
Real Landfill.

EFFECT - Shall be to minimize the amount of PM10 and TSP entrained into the ambient
air as a result of the impact of human activities by requiring measures to prevent,
reduce, or mitigate particulate matter emissions.

Access Restrictions

1. Vehicle use in open areas and vacant lots.

a. No trespassing (English and Spanish) signs must be in place along the
fence adjacent to the landfill entrance. 

b. Access to landfill must be limited to the ticket office for solid waste
disposal vehicles.  The US Border Patrol enters through the ticket office
and through a rear entrance. 

c. 24 hr security is already maintained and the US Border Patrol is located
on site.

d. Records shall be maintained for reporting purposes.

2. Camino Real shall maintain physical barriers (5-strand barbed wire fence)
around the landfill to restrict access to the facility.  The main entrance shall be
equipped with a security gate.  

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

Control of Emissions

1. Unpaved parking lots
a. Gravel shall be applied as a base course to the parking lot.  The amounts

of gravel and the date of application shall be recorded. 
b. Open areas and parking lots shall be watered to control fugitive dust

emissions as described in the Title v application, Appendix 6.7 (Dust
Control Plan).  The amount of water used and the frequency of water
application must be recorded. 

c. The landfill shall apply dust surfactants semiannually to the unpaved
parking as a supplement to the water.  

Records consistent with the Title V permit requirements shall be maintained for
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reporting purposes. 

2. Unpaved Haul/Access Roads (As referenced in the attached Dust Control
Management Plan map and the facility layout map in the application)
a. Signs shall be posted limiting vehicle speeds on the access road to 15

MPH.
b. Water application 

• Primary Disposal Route– During peak dust generating
circumstances the water wagon shall make 18 passes per day 
applying approximately 57,000 gallons of water per day to the
primary disposal route.  The watering frequency shall be
approximately once every thirty minutes.  

• Access Roads-- During peak dust generating circumstances the
water wagon shall make 2 passes per day applying approximately
13,000 gallons of water per day to the access roads.  The watering
frequency is approximately once every four hours.

• Construction of new disposal cells occurs three months out of the
year.  During this time period a water wagon shall apply
approximately 77,000 gals per day to the cell areas under
construction.  During cell construction (three months out of the
year) the application of water to control dust shall be continuous. 

• High wind events during cell construction shall prompt increases in
the frequency and application rate of water or cessation of
evacuation until the wind subsides.   

c. Records consistent with the Title V permit requirements shall be
maintained for reporting purposes. 

3. Disturbed Surface Areas

a. Construction Area Preparation  
For construction area preparation, as described above in the Title V application,
Appendix 6.7 Item 4,c,1.0  (Dust Control Plan) water shall be applied in the
amounts and at the time periods described therein.
Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

b. Phasing of Work
Landfill operations shall include the evacuation and hauling of only the amount
of soil needed for daily cell construction, cover requirements, trenching, road
building, or other excavation activities. 

Once soil subgrade is prepared for each cell, a GCL/FML composite liner shall
be put in place. 

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 
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c. Emission Controls During Dust Generating Operations
During cell construction and other dust generating operations, water shall be
applied as described in the Title V Application Appendix 6.7, Item 5,D (Dust
Control Plan) and this part of the permit.  Water shall be applied in the amounts
and at the time periods described therein to haul/access roads, parking lots,
area being excavated, and under high wind conditions to the active fill face. 

Roadoyl (a commercial surfactant) or other equivalent surfactant shall be used
semiannually on unpaved parking lots, haul and access roads.

Records shall be maintained for reporting purposes

d. Wind Barrier 

Camino Real Landfill shall construct wind barriers (3 feet to 5 feet high) with fifty
percent or less porosity (lath fences).  The fences shall be deployed at strategic
down wind locations to trap particulates before they exit the site.  This shall be
done in conjunction with water application during cell construction and other dust
generating operations. 

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

4. Temporary Stabilization During Non-Operating Hours (Weekends, after
hours and on holidays)

a. Vegetative Ground Cover 

• Vegetative Test plots cover approximately 27 acres of the closed area. 

• Vegetation is supplemented by six acres of rock armoring for fugitive dust
emission control in the closed area.  

b. Commercial Dust Suppressant 

• Roadoyl (a commercial surfactant) or other equivalent surfactant shall be
used semiannually on all unpaved parking lots, haul and access roads.

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

c. Vehicular Access

• The Camino Real Landfill operating hours are 4:30 A.M. to Dusk P.M.
Monday through Saturday.  Traffic from all solid waste delivery vehicles
and daily operations vehicles does not occur after work hours on sundays
or on holidays.

• Border Patrol has access to the property however this access does not
significantly affect emissions of particulates.

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 
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5. Permanent Stabilization

a. Phased landfill stabilization 
• When the landfill construction and operation of cells has reached

prescribed intermediate grade, the grade slopes shall be covered with 12
inches of soil which has been supplemented by race track waste.  The
race track waste shall be comprised of straw and decaying horse manure
which possesses a larger particle size and higher moisture content than
native soil making it more emission resistant than native soil. 

• Rock armoring has been applied over 6 acres of the closed area and 27
acres are covered  by vegetative test plots to minimize fugitive dust
emissions. Additional rock armoring and vegetative plots shall be
recorded. 

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

b. Ultimate Landfill Stabilization
• The ultimate site closure final cover system shall be constructed to

include the planting of vegetation similar to nearby undisturbed native
conditions.  

• The Camino Real Landfill shall comply with the conditions set forth in
Sections 2.0 (Closure Plan) and Section 3.0 (Post Closure Plan) and
attachment 5 of the Closure/Post Closure Plan 1995 Solid Waste permit.  

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

6. Open Areas and Vacant Lots
a. Area restoration---Open areas and parking lots shall be watered to control
fugitive dust emissions as described in the Title V Application Appendix 6.7,Item
4.G (Dust Control Plan).  Water shall be applied in the amounts and at the time
periods described therein to haul/access roads, parking lots, areas being
excavated, and under high wind conditions to the active fill face.
b. Application of suitable Dust Suppressant---  Roadoyl (a commercial
surfactant) or other equivalent surfactant shall be used semiannually on
unpaved parking lots, haul and access roads.
c. Vegetative Ground Cover---Vegetative test plots occupy 27 acres of the
closed area.
d.  A drip irrigation system shall be used for new vegetative plots in any other
areas of the landfill until a preliminary root system has been established. 

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 
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7. Bulk Material Handling Operations and Open Storage Areas
a. Water Application
• During cell construction and other dust generating operations, water shall

be applied as described in  the Title V Application Appendix 6.7,Item 4.H
(Dust control plan), water shall be applied in the amounts and at the time
periods described therein to haul/access roads, parking lots, area being
excavated, and under high wind conditions to the active fill face.  

• Roadoyl (a commercial surfactant)or other equivalent surfactant shall be
used semiannually on unpaved parking lots, haul and access roads.

Records consistent with the Title V permit requirements shall be maintained for
reporting purposes. 

b. Wind Barriers
• Camino Real Landfill shall construct wind barriers (3 feet to 5 feet high)

with fifty percent or less porosity (lath fences).  These fences shall be
deployed at strategic down wind locations to trap particulates before they
exit the site.   Approximately 1.5 miles of 3 foot lath fence is currently
deployed at strategic locations at the landfill.

• A vegetative Barrier comprised of 2800 ft. of 6 foot high Oleander bushes
are currently positioned atop the screening berm, which is located parallel
to the northern and eastern property boundary downwind of the prevailing
wind direction. 

8. Waste Hauling and Transportation

a. Enclosed Waste Delivery Vehicles

• All waste delivery vehicles entering the landfill shall be enclosed and
landfill personnel shall require that all non-enclosed waste delivery
vehicles be covered prior to entry.

• Signs shall be posted limiting vehicle speeds on the access road to 15
MPH. 


